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Laser Initiation and Radiofrequency Sustainment of Seeded Air Plasmas

Professor J. E. Scharer, Principal Investigator
Department of Electrical and Computer Engineering, University of Wisconsin, Madison, WI 53706

Abstract

We have carried out research on high density (10"1 -4x101 3), large volume (500-2500 cc),
high-pressure (20-760 Torr), laser initiated plasmas produced in nitrogen, argon and air. The

low ionization energy organic gas (TMAE) laser-initiated seed plasmas create an initial

condition that is used for plasma sustainment at much lower radiofrequency (RF) power levels

(0.4 - 3 W/cc) than is the case for RF initiation alone. These plasmas have potential

applications in the areas of materials processing, radar cross section reduction, supersonic

drag reduction and biological decontamination. The 20 ns laser pulse provides a plasma

lifetime in the several ýts range that remains above 3x1012/cc for 0.3 ýts in air that provides a

good plasma load for pulsed power RF sustainment. We have developed new techniques for

measurement of plasma impedance and greatly improved matching between our laser initiated

and RF sustained plasma conditions. Our results show that the UV laser formed plasmas

allow RF sustainment at high pressures at much lower power levels and the RF penetrates

further into the laser plasma to create a larger volume, higher density, lower required RF

power density level sustainment than with RF alone. We have also demonstrated that the
plasma resistive and inductive reactance can be accurately measured on a single pulse. The

matching capacitors are then adjusted so that RF reflections are reduced to levels as low as 3

%. We have carried out temporal measurements of the broad emission spectra from the initial

TMAE plasma to the high pressure gas plasma occurring later in the RF pulse. We have also
carried out experiments on magnetized RF plasma sources to examine enhanced RF wave

penetration for different gases, utilizing Langmuir probe, laser, optical spectroscopy, plasma

wave, and interferometer diagnostics to measure the plasma electron velocity distribution

function and density profiles. We have applied for and successfully obtained an AFOSR

DURIP grant that will further enhance our experimental laser, spectroscopic and RF

diagnostic capabilities that will allow us to expand our research and contribute to the MURI

on the Nanotechnology of Microwave Breakdown. We have contributed material on High

Frequency Air Plasma Production and a section on mm wave techniques to the Diagnostic

Chapter for the book entitled Non-Equilibrium Air Plasmas that was published by the IOP.

Three Ph. D. program graduate students participating in the research, two published and one

submitted journal publications and ten conference presentations are also described.
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I. Introduction

High-pressure, inductively-coupled plasmas (ICP) have been used for a variety of

scientific and industrial applications over a large gas pressure range from 50 Torr up to and

beyond atmospheric pressures. For this plasma source, a helical antenna coil is used to couple

radiofrequency (rf) power to the plasma using a capacitive impedance matching network. The

applications of these plasmas require high-density (- 1011'3 cm 3), uniform plasmas over large

volumes (-1000-5000 cm 3) with a reduced rf power budget. Atmospheric pressure plasmas

can be used in open space for a variety of applications including materials processing [1],

biological decontamination [2], microwave reflector and absorber [3], [4], and modification of

the radar cross section and signature of an aircraft [5]. An up-to-date summary of atmospheric

plasmas is available in a recent book entitled Non-Equilibrium Air Plasmas at Atmospheric

Pressure [6]. One of the major issues associated with such high-pressure discharges is the high

power budget required to initiate and sustain large volumes of these discharges at high

density. The minimum theoretical power density per unit volume required to initiate and

sustain an air plasma density of 1013 cm"3 at sea level (760 Torr) has been calculated to be 9

kW/cm3 [7].

At higher gas pressures (10 Torr and above), the discharge kinetics are complicated,

due in part to the increased role of two- and three-body collision processes. In addition to the

role of atomic and molecular ions at low pressures, new charged and neutral species play an

important role at high pressures. At higher gas pressures the electron-neutral collision rate

increases, such that the primary collisions are between electrons and neutral molecules and

the electron temperature is closer to the local neutral gas temperature [6]. As a result there is a

decrease in the mean electron temperature at constant radiofrequency (rf) power and fewer

high-energy electrons. Since the ionization efficiency is sensitive to the electron temperature,

the reduction of higher energy electrons at higher gas pressures results in a lower production

rate of electron-ion pairs.

The collisional (v >> co,,). skin depth for rf penetration in an unmagnetized plasma [8] is

s=-vTh (c/opf)(v/woyf/ 2 (where v is the electron collision rate, c is the speed of light in vacuum,

(orf is the rf frequency (13.56 MHz for our case), and cop is the electron plasma frequency.
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The skin depth is larger for higher collision frequencies, lower densities, and lower rf

frequencies. The rf penetration, field strength, and ionization at a given plasma density and

collision rate will be larger for lower rf frequencies than for microwaves [9], [10].

In a classic experiment, Eckert et al. [11] created an atmospheric pressure plasma by

initiating the discharge at a lower pressure (1 Torr) in both argon and air and slowly raising

the pressure over time. They studied the emission spectrum produced by the high-pressure

plasma and determined the plasma density and temperature. Following the work of Babat

[12], they created a plasma using an inductive coil at a lower pressure and slowly increased

the neutral pressure and rf power until they could open the plasma chamber to the atmosphere.

To protect the quartz chamber from heat damage and to help stabilize the discharge, the gas

was injected in a vortex, essentially forming a thermal gas barrier between the hot plasma and

the chamber wall. The coupled power required to maintain the discharge was 18-50 kW at 4

MHz, sufficient to create the plasma at lower pressure and sustain it up to atmospheric

pressure with a volume of about 2500 cubic centimeters (7-20 Watts / cm 3). The time scale for

creating the high-pressure plasma from the initial low-pressure discharge was several minutes.

There is current substantial interest in the fast initiation (milliseconds) of large-volume

(greater than 1000 cm 3), high-density (1012_1013 cm"3) discharges at atmospheric pressures

(50-760 Torr), corresponding to altitudes of 60,000 ft down to sea level, with minimal steady-

state rf power. The power required in an experiment to ionize and initiate an inductively

coupled rf plasma in atmospheric pressure air at a density of 1013 cm"3 will be much higher

than the theoretical minimum power level (- 9 kW/ cm 3). For an atmospheric pressure plasma

arc torch, a 300 kV potential was required to initiate a discharge, whereas only 100 V is

needed to maintain the discharge with operating currents of 200-600 Amps [13], [14].

Therefore, there is a need for an alternative scheme to reduce the power budget required to

initiate and sustain the discharge at high gas pressures. We envisioned that if we could ionize

a seed gas with a low ionization energy such as tetrakis (dimethylamino) ethylene (TMAE)

(6.1 eV ionization potential) by ultraviolet laser or flashtube photon absorption [15], [16],

[17] then we could efficiently couple electrodeless radiofrequency power to the plasma at

high gas pressures and sustain the plasma at greatly reduced rf power levels.
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We have focused on developing an electrodeless method for creating a large-volume

(greater than 500 cm3) seed plasma using UV photoionization to provide a good load for

efficient rf coupling at low power levels via pulsed inductively-coupled sources. Previous

experiments [15], [16], [17] have shown that a high initial density TMAE plasma (101213

cm"3) of long axial extent (- 100 cm) can be efficiently created by a 193 nm laser in 760 Torr

of nitrogen, air, oxygen, or argon. We thought that we might be able to create a steady-state

high pressure plasma that projects well away from the antenna by this means that could not be

obtained by RF alone. The initial plasma ionization also provides a plasma load to the

inductive antenna, resulting in a good impedance match to the rf generator with reduced

reflections. The technique of initiating a discharge by 193 nm laser photo-ionization of TMAE

seeded in high-pressure background argon gas that is sustained by inductive coupling of

reduced rf power at moderate pressures (<120 Torr) has been demonstrated by Kelly et al.

[16]. While we have utilized a laser to perform the pre-ionization, a more compact UV flash

tube scheme could also be used to initiate the seeded plasma.

The objective of the present work is to investigate the effect of a UV-laser-initiated,

axially-extended, high-density seed plasma discharge on the rf-sustained, high-pressure argon

or nitrogen plasma through improved rf power coupling and increased rf wave penetration.

We also desire to maintain the high density (1011-13/ cm 3), large volume (- 1000 cm3) plasma

extending well away from the source region (more than 10 cm) using laser initiation and rf

sustainment. A 105 GHz millimeter wave interferometer is employed to determine the line-

average plasma density, collision frequency, and electron temperature using a new analysis

method. Optical emission spectroscopy is used to characterize the temporal evolution of the

plasma. A technique to measure the time-dependent, plasma-loaded antenna impedance Zp(t),

during an rf plasma pulse using a dual rf directional coupler, which can be used for precise

capacitive matching to the plasma load, is also presented.



II. Key Aspects of the Research

We have made great strides recently in our research on laser-initiated and radiofrequency-

sustained plasmas. High density (10"1- 4 xl013), large volume (500 cc), high-pressure (760

Torr) laser-initiated seed plasmas were produced in nitrogen, argon, and air. These low

ionization energy organic gas seed plasmas create an initial condition that can be used for

sustainment at much lower radiofrequency (rf) power levels than is the case for

radiofrequency initiation alone. We have produced 4x1 0'3/cc, low temperature (Te<0.3 eV),

500 cc seeded organic gas plasmas with our pulsed 193 nm laser source. Recombination rates

and evidence for delayed ionization due to super-excited states were found. When 15 mTorr

of the seed gas is mixed with air, nitrogen, argon or helium at 760 Torr, the laser-produced

density is in the range of 1-3 x 1013/cc and plasma decay and two- and three-body

recombination rates have been measured. By measuring the decay process in pure TMAE

(Tetrakis-diMethylAmino-Ethylene) where two-body processes dominate and then adding the

high-pressure neutral gas, three-body processes are determined. The use of the laser-produced

TMAE seed plasma to provide a load for radiofrequency antenna matching provides a

significant reduction in sustainment power compared to high-pressure radiofrequency plasma

creation alone. TMAE is compatible with air for up to 10 minutes after introduction and can

be readily ionized by UV. Millimeter wave interferometry measurements show that there is a

delayed ionization process that results in a peak in the ionization of the seed gas 120 ns after

the laser pulse. This process is found to provide a longer density lifetime for the plasma that

in air is above 3x1012/cc for 0.3 jis. This time scale and large plasma volume provides an

excellent plasma load for pulsed power rf sustainment.

Hiahli~hts of the recent research include:

"* Use of UV ionization of low ionization potential seed gas in air to reduce rf power levels

for large volume (2500 cc), high density (10121i3/cc) plasmas.

"* Development of very precise (ms) computer-controlled timing mechanism for optimum

laser firing during the RF power rise to sustain the plasma
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" Development of plasma antenna load impedance measurement technique to enable

efficient (95%) matching using an electrodeless inductive rf helix for sustained coupling

to the plasma.

" First observation and publication of super-excited, laser-produced seed gas states that

exhibit delayed ionization and increased lifetime in argon, nitrogen, oxygen and air at

densities of 10121 3/cm 3 at 760 Torr pressures.

" Contribution to the Diagnostics chapter of a book entitled Non-equilibrium Air Plasmas

on the topic of new millimeter wave high-pressure plasma diagnostics. We have also

contributed, collected, and published material in the book on High Frequency Creation of

Air Plasmas, Non-Equilibrium Air Plasmas at Atmospheric Pressure, with the PI serving

as Chapter Master (126 pages).

" Experiments involving radio frequency sustainment of the laser produced seed plasmas in

air, argon and nitrogen, the results of which have been submitted for publication. It was

found that higher density plasmas (>1011"13/cc) and larger volumes (>500 cc) can be

sustained at a much lower RF power levels and with more enhanced axial projection away

from the antenna with laser initiation than without. Power densities of 1-20 W/cc at 1011
13/cc in N2 and Ar at 50 and 760 Torr were obtained using laser initiation versus more than

10 kW/cc initiation and sustainment is required in 760 Torr Air by the usual means.

" Broad spectroscopic (200-1100 nm) measurements of the evolution from the initial TMAE

seed plasma to the air, nitrogen or argon high-pressure plasma at 20 Torr later in the RF

pulse.

"* Radiofrequency creation and measurement of enhanced wave penetration in high density

plasmas ( 101213/ cc) in a magnetic field.
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III. Characterization of Laser Initiation and Radiofrequency Sustainment

of Seeded Air Plasmas at High Pressure

A. Plasma System and Method of Operation

i.) Excimer laser and optic system

A schematic of the experimental setup is shown in Figure 2. A uniform intensity

ultraviolet (UV) beam of 193 nm wavelength is produced using an excimer laser (Lumonics

Pulsemaster PM-842) that runs in the ArF (6.4 eV per photon) mode. The half-width of the

laser pulse is 20 (±2) ns with a 2 ns rise/fall time and a maximum laser energy of 300 mJ. The

laser output beam size is rectangular (2.8 cm x 1.2 cm). The laser beam enters a 5.4 cm

diameter, 140 cm long Pyrex plasma chamber through a 2.8 cm diameter Suprasil quartz

window (98% transparency at 193 nm) at one end. Laser energy passing through the UV

window is measured using an energy meter SCIENTECH (Astral AD30). In order to account

for the laser attenuation by the UV window, the UV window is placed in front of the energy

meter. A laser power flux of 6 mJ /cm2 is maintained.

Figure 1. Laser-Initiated, RF Sustained Plasma Experimental Facility
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The Figure 2 below illustrates the schematic of the laser initiated, rf sustained plasma facility

with the current diagnostics.

/ ' Hei!l~teAIIII..9 nm . I4 ... ....- ................2 .. . .t _.. ........ .- -... . ... 0-s- r-i' --o Pe.............. .

EIIZIo ,,.BeNe DA 00 M / ,

Labview Program Control E nd Data Acquisition Hardware

Spectrometer 105 GHz
(200.850 nm) Interferometer Pressure

Excimer Laser
(193 nm) -- -- *---- - -

Liquid TMAE - Valve PrxGt av
Bottle Capacitie chamber

Controllers un

Figure 2. Laser Initiated, .. Sustained Plasma Facility

Figure 3 below illustrates the RE and laser timing pulses as well as the plasma density

characteristics during a typical plasma shot. Note that some parts of this figure are expanded

in time for clarity.

n-=4x10 3  - I=
500 cc laserL n , R S dF

P•--2-25 kW,,
2500 cc "a

250 ccT= 10 ms;- -- -

J 100-1000 ms time
TLiaser=20 ns

Figure 3. RF, laser and plasma density characteristics during a plasma shot.
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Figure 4 below illustrates the plasma density produced in the seed TMAE by the UV laser

fluence of 6 mJ/cm2 . It is this plasma that acts as a seed to which the inductive antenna and

RF generator must match to couple with reduced RF power densities of 1-10 W/cc at high

densities in the 1013/cc in air or other gases.

1.OE+14
50 mTorr

16 mTorr
• 1.OE+13 16 mTorr

4 mTorr
moor

1.OE+12

1.0E+ ll I . .. . . . .

0 500 1000 1500 2000

Time (ns)

Figure 4. TMAE line-average plasma density Elaser=6.4 eV, Eioniz=6.1 eV at z=20 em
for a laser fluence of 6 mJ/cm 2, ,cL= 20 ns.

ii.) Gas flow system and plasma chamber

Gas mass flow controllers along with a gas injection and mixing system are also located at

the laser window end as shown in Figure 2. The 5 cm diameter Pyrex chamber is evacuated

to 50 mTorr prior to experiments. After evacuation, a stable chamber pressure is achieved by

fine-tuning and balancing the gas input valve and throttle valve of the mechanical pump. A

thermal gas flow meter is located at the gas injection pipeline to measure the gas flow rate. A

MEMS-based pressure gauge is used to monitor the chamber pressure accurately. Typical gas

flow rate ranges from 0.5 standard liters per minute (SLM) to 5.0 SLM, which is related to the

chamber pressure level. After a steady chamber pressure and flow rate is established, TMAE

is injected into the chamber. Prior to injection, the TMAE cylinder is pressurized with the

background gas. For fast injection of TMAE, a quick electro-valve is opened for 1 second

time, so that an optimum TMAE gas partial pressure of 15 mTorr [Akhtar, Scharer, Tysk,

Denning 2004] is achieved in the chamber.
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iii.) RF system: RF source, transmission line matching network and helix

antenna

Two radio-frequency generators at 13.56 MHz are available to couple power to the

antenna using an efficient capacitive impedance matching network. The first one is a 10 kW

solid-state unit (CX1OK-S, Comdel, Inc. 13.56 MHz) that is operated in a single pulse mode

(u=100-1000 ms) with very fast (10-5 pts) turn-on/off times. A second unit is a 25 kW solid-

state/triode unit (CXH25K, Comdel, Inc.) with variable duty cycle and large (5 kW) fold-back

power capacity. The short laser pulse firing (20 ns) is triggered late during the initial rise in

the rf power system to provide the seed plasma for efficient rf coupling and sustainment at

lower power levels. These two radio frequency sources together provide a broad power range

and versatility of operation for the experiment. A dual directional coupler is also used to

measure the incident and reflected power. Tektronix high voltage probes located across the

two capacitors in the match box allow accurate measurement of the voltage, current and their

phase to determine the plasma load impedance Zp(t), which is a function of time. The rf

power is coupled through a helical antenna that excites rf fields in the laser formed plasma.

The water-cooled helical antenna is made of 5 turns of quarter-inch copper tube of axial coil

length 10 cm and internal diameter 6 cm wound tightly over the 5 cm inner diameter Pyrex

plasma chamber. The lower end of the helical antenna is grounded to the capacitive match box

that in turn is grounded to the 13.56 MHz RF source. Radio frequency power is coupled to the

capacitive impedance matching network using a 1-5/8", 50 0 semi-rigid coaxial transmission

line (Myat Inc.). The capacitive matching network consists of two high-voltage vacuum

variable capacitors (GCS-100-7-5S; 5-100 pF, 10 kV, 170 A and CVFP-1000-40S; 35-1000

pF, 40 kV, Jenings Technology) with a series resistance of < 50 mn at 13.56 MHz measured

using a network analyzer. The match box is enclosed in a conducting box to provide rf

shielding. The anticipated lower plasma radiation resistance (1 to 6 ohms) mandates special

care required to reduce ohmic losses in the impedance matching network and connections. To

reduce rf losses arisng from connection points and solder joints, the antenna has been made

out of a continuous length of copper tube with a measured equivalent vacuum series

resistance of 0.5 n due to contact resistance and skin effect.
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iv.) Plasma diagnostic facilities

1.) Quadrature-phase millimeter wave interferometer

A 105 GHz (Quinstar Technology, QBY-1A1OUW) quadrature-phase, millimeter wave

interferometer is used to characterize the spatial variation and temporal development of

plasma electron density and effective collision rate. The interferometer works in the Mach-

Zender configuration, in which the plasma is in one arm of the two-beam interferometer

(Figure. 5). The principle of plasma interferometery is discussed in section B.-iii of Part III.

phase shifter

Zi attenuator Gain Horn Gain Horn

105 GHzMie
Gunn Osc.

Figure 5. The interferometer of Mach-Zender configuration.

Figure 6 below shows the plasma density as measured by an interferometer when the RF

matching system is tuned utilizing the plasma impedance diagnostic measurement to provide

a good match (<5 % power reflected) to the laser formed plasma. The laser formed plasma is

the initial spike. The RF power can be readily coupled to this seed plasma to sustain the

plasma at a much lower power level than would be the case if RF alone were used (1 kW vs 3

kW in this case). In addition, the laser produced seed plasma provides an excellent match for

the RF power. This procedure has also been successful in efficiently coupling RF power to

nitrogen, oxygen, and air plasmas.
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100,[

0 ..... ...... ............o 50 I I ,i

0 200 400 600 800 1000 1200 1400 1600 1800 2000
- I1 - iT" I

40------ - ---- - - - - - +~----- - - ----------
°° jjij ...j .-... . ............... .....-- - -- 1 -
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0 200 400 600 800 1000 1200 1400 1600 1800 2000
Time (ins)

Figure 5. Time dependence of ne and veff in 140 Torr Ar plasma with very efficient RF

power coupling during a pulse.

Plasma conditions are Pin=6 k, I0inI2=5%; chamber pressure is 140 Torr with 500 cc

produced, gas flow rate is 1.5 SLM, and laser power is 100 mJ over 20 ns for seed plasma

initiation. The plasma antenna load impedance, ZL, is found to be 4.3 + j 127 9Ž using our RF

impedance measurement methods.

2.) Plasma impedance measurement facilities

One crucial advance that allows us to create high pressure air constituent plasma is the

real-time plasma impedance measurement technique. The plasma impedance is measured in-

situ and in real-time using two methods: method A uses a directional coupler, which measures

the incident and reflected coupled RF voltage at the input end of the match-box; method B

employs the two aforementioned high-voltage probes to measure the plasma impedance. A

numerical Matlab program solves the plasma impedance based on the two sets of data, and

two results are compared and averaged to obtain the actual plasma impedance. The plasma

impedance value thus obtained is used to find optimum C1 and C2 settings, so that we can

further improve the matching and minimize reflected RF power.
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Transmission Line

(R,) Matching Network

Figure 7. Diagram of the RF circuit.

3. Optical Emission Spectroscopy

Optical emission spectroscopy is used to characterize the temporal evolution of the plasma.

The optically emitted spectral lines illustrate the temporal plasma evolution from a TMAE

seed plasma initiated by the laser and early RF power to the steady-state RF plasma of neutral

background gases such as argon and nitrogen. A three channel, wide band (200 - 850 nm)

ST2000 Ocean Optics Spectrometer is used to record the plasma spectral emission

perpendicular to the plasma column axis. Each channel is connected to a separate grating

spectrometer (1200 lines/mm, with an optical resolution of 0.3 nm), which counts photons

using a linear CCD array (2048 pixels). Samples are taken over the following wavelength

ranges: 200-500 nm, 400-700 nm, and 600-850 nm. The three channel configuration has three

centered blaze wavelength efficiency curves, which provides increased resolution over a

single channel model designed for the same wavelength range. The plasma spectral emission

collected by a collimating lens is guided through optical fibers and focused on the detectors.

The spectrometer output is connected to a PC with an A/D board and the data is acquired

using a LabVIEW program developed by our group. The software provides more flexibility in

operation and also allows for correction of spectral attenuation of the fiber optics. The
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program also controls the triggering of the laser source, the optical system, and the fast digital

oscilloscope for data acquisition with accurate timing. The synchronized LabVIEW program

triggers the spectrometer to acquire the optical emission at a specified time within the RF

pulse, with 50 ms integration time to obtain good signal to noise ratio. By triggering the

spectrometer at a specified time, the spectral emission of the early laser initiated seed plasma

and later steady-state RF plasma can be obtained, to diagnose the plasma evolution.

4.) Programmable control and automation

A very accurate, computer-controlled timing circuit sequences seed gas injection, laser

firing, rf turn-on, and data acquisition. This exact timing sequence is very critical since the rf

pulse must be enabled during the laser-formed TMAE plasma lifetime (r - 3 jts) where the

seed plasma density is sufficiently large (n>1'0 2/cc) to provide sufficient plasma radiation

resistance load (Rp > 1 2) for efficient rf coupling.

B. Theoretical Framework

i.) Properties of tetrakis (dimethylamino) ethylene (TMAE) gas

TMAE (C10H24N4), a large molecule, is chosen as seed gas for two reasons: first, the

vertical ionization potential of TMAE is 6.1 eV, much lower than that of the background

gases; secondly, the TMAE molecule has a large photo-ionization cross-section for ultraviolet

radiation and therefore large volume plasmas can be easily created. The continuous UV

beamline photo-ionization quantum efficiency of TMAE at 193 nm is 30%. In addition,

TMAE is also a strong electron donor. Bright chemiluminescence associated with the reaction

of TMAE and air in the gas phase is very long lived and is observable even after 30 min under

some conditions. We have also found that the room temperature vapor arising from the liquid

form of TMAE is compatible with air over long times and that it is quite viable for efficient

laser ionization in air for 10 minutes after introduction. Thus TMAE can be used as a seed gas

for air plasma that can be efficiently ionized by a UV laser or a less expensive flashtube.
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ii.) Millimeter wave interferometery

Millimeter wave interferometery is used to characterize the spatial variation and temporal

development of the plasma [Akhtar, Scharer, Tysk and Denning, 2004]. In low pressure

discharges where the wave frequency (co) is much greater than the plasma frequency (cop) and

the collision frequency (v), a linear relationship exists between the plasma density and the

phase shift. In this case the wave suffers little or no attenuation as it travels through the

plasma. However, at high gas pressures, where the collision frequency is comparable to both

plasma and wave frequencies (v_>co-Cop), the wave propagating through the plasma arm

undergoes phase change as well as strong attenuation. The wave attenuation is caused by the

presence of high density as well as high collisionality. In this case the measured plasma

density has a complex dependence on wave phase as well as amplitude changes. In order to

calculate the refractive and dissipative properties, we consider an electromagnetic wave

propagating in an infinite, uniform, collisional plasma. In this model, electron motion is

induced by the electromagnetic wave and the ions are assumed to form a stationary

background. Even though the laser ionization rate is very large, the assumptions for the model

remain valid since the time scale for change in plasma characteristics (r : 10-100 ns) will be

much larger than the wave propagation time through the plasma and the fast response of the

detector diode and the oscilloscope (t ; 2 ns). Moreover, most of the density variation and

recombination analysis is carried out during the plasma decay in the absence of an ionizing

source.

The objective of the plasma interferometry experiment is to accurately diagnose the high

pressure plasma over the entire pulse. A new approach has been developed and employed to

evaluate the plasma characteristics v, cop, ne, and Te, based on the millimeter wave

interferometry. Given a plasma with an effective electron-neutral collision rate (v) and plasma

frequency (cop), if we launch a plane wave through the plasma, which is assumed to be infinite

in dimensions transverse to the direction of microwave propagation and has thickness d along

the direction of propagation, the phase constant 3,P and attenuation constant ap of the wave are
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[19]:

CO

1I f1- c2 )2 O + 2 + 2 V

AK- ~ 11 +~jV 2}l 11/2
2 oW2 + v 2 0) 2 + v 2 Wo

COaP C{ 2. (2+,v2j+

AK- ]22-21/2 11/2

2 - o 2 + v 2 CO o2 + v 2

(2)

Both v and cop are plasma characteristics which are functions of spatial location within the

plasma at any given time. They can be written as v (z, r, 0, t) and cop (z, r, 0, t), where we use

cylindrical coordinates due to chamber geometry. Both v and cop are local characteristics of

the plasma. There exist radial as well as axial profiles for plasma density and electron-neutral

collision rates. At a given axial location, we assume that the radial density profile is close to

uniform. Note that since fip and ap are determined by v and cop, they are local values and

therefore also have a spatial variation. However, the interferometry method measures the

phase shift and attenuation as integration over the entire wave path

d
fq (jfl - p )d~x0 (3)

d
JA = f (ao - ap )dx

0 (4)

because the 105 GHz microwave beam penetrates through the entire plasma column and

experiences a total phase shift and attenuation. Here, ao is the attenuation constant of free
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space, /Jo is the phase constant of free space, d is the diameter of plasma chamber and x is the

integration variable.

Since it remains impractical to measure the radial profile of v and ne in an atmospheric-

pressure plasma, we assume a 1-D plasma slab model with a radial profile that is

approximately uniform due to the high recombination rates. As a result, the integrations in (3)

and (4) can be written as:

AýO = (flO - fip )d (5(5)

AA = (a 0 -ap)d (6)

This 1-D uniform plasma slab model is conservative in measuring the peak density and

collision rate because it ignores the effect that the chamber wall will have on the plasma and

assumes a uniform radial profile of v and cop within the plasma. Thus this model calculates a

line-average of the plasma density and collision rate over the path the microwave goes

through.

In our plasma interferometry experiment, we first measure phase shift Aq) and attenuation AA

using interferometer, then use (5) and (6) to calculate the PJp and ap values, then calculate the

plasma characteristics v and cop from the calculated flt p and ap values. Notice that (1) and (2)

are explicit expressions of ,8p and ap in terms of v and cop. In order to make use of the

experimentally measured values for ap and fip, it is necessary to invert these equations to

produce explicit expressions for v and cop. First let us define two intermediate variables X and

Y given by

X= 1 o2 + 2
(7)
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By substituting X(7 and (8),twecan c late v as(10):

(Y2lP ){+1/2

(12x (13)

CO = I-X + y)l2 (0

We can solve (9) and (10) for X and Y in terms of tip and ap:

=C 2 (p2 _P

by puggng he xprssin o~an Yi (1) ad (2) nto(13)an(1)

y 2a p!ap )

=2co 'P

2(12)

By inverting (7) and (8), we can calculate v as

v=2co (y2-x2 ) 1/2

(1- 2X) (13)

and (op as

COp :=[(1_2X) (C0 + VI)]"' (14)

So ultimately, we can write v and cop in termns of the experimentally measured values tip and a

by plugging the expression of Xand Y in (11) and (12) into (13) and (14):

(fiP P(15)
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The plasma frequency is related to electron density (cm 3) by:

cop = 2;r x 8.98x 103 nfe (17)

so we can calculate ne from cop. (15) and (16) are inversions of (1) and (2). They are explicit

and exact expressions of (op and v with all the right-hand side terms known or measurable

from interferometer. Expressions for these quantities were derived in an earlier work [19]

using approximations for highly and weakly collisional cases. Since neither of these

approximations is valid in the present experiment, it is necessary to use the exact expressions

we have derived here.

In addition to characterization of cop, he, and v, we have developed an average electron

temperature (Te) diagnostic using plasma interferometry based on the equation for the

dominant electron-neutral collisions [20]:

v=cr(TI)nO°v (18)

in which a(Te) is the total collision cross-section of the collision processes between electrons

and neutrals, no is the neutral density, and v is the average magnitude of the velocity of the

electrons. Note that the total cross section ou is a function of Te. The curves illustrating this

dependence in various gases are summarized by Zecca and Shkarofsky [21], [22]. The total

cross section curves generalized by Zecca et al. are used. We used 4 th order polynomial

functions to fit these experimental cross section data curves and obtain r(Te) for use in (18).

The neutral density no is obtainable from the ideal gas law

21



p=n0 RTg (19)

where p is the neutral gas pressure, n, is the neutral density, and Tg is the global neutral gas

temperature as opposed to the local neutral gas temperature within the plasma (TI). It is

necessary to draw a distinction between the global neutral gas temperature and local neutral

gas temperature because due to electron heating of the neutral gas, the local neutral gas

temperature will increase significantly after plasma formation inside the helical antenna where

Te is shown to be on the order of magnitude of I eV. Neutral density is thus n, = p/(RTg). The

initial Tg that exists before the laser or rf is pulsed is useful for determining the overall neutral

density because the neutral gas molecules are contained in the chamber during the plasma

pulse with very negligible escape from the chamber due to gas heating and pumping.

If we assume a three-dimensional Maxwellian velocity distribution for the electrons, the

average velocity of electrons Mv, is related to electron temperature Te by [20]:

R IkT 

l) /2

I. nm, (20)

where kB is the Boltzmann's constant and me is the electron mass. We rewrite (18)

asM = v/(o(Tn ), and plug it into the right hand side of (20) to obtain:

V -8kB71/2

(T,)no •rme (21)

in which Te is the only unknown because the collision rate v is measurable from the

interferometry data, no is obtainable from (19), and o(Te) is documented [21] and [22]. Notice

that Te is on both sides of (21), which means that an iterative root-finding routine is needed to

solve for Te using this method. The interferometer and method of analysis was previously

compared [23] with a Langmuir probe to obtain line-average density measurements in a lower

pressure helicon plasma source over a wide range of densities and magnetic fields. The two

measurements were found to be in agreement within 8% over a density range from 4 x

1012/cm 3 to 1.5 x 1013/cm 3. No approximation is used to derive (15), (16) and (21), so they are
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exact solutions of v, cop and Te which can be used to calculate temporal variation of the plasma

characteristics during each plasma pulse as well as the average value over the pulse. They are

thus applicable to wide range of experiments in which interferometry is available. Axial

profiles of the plasma characteristics can also be obtained using this method.

iii.) Plasma impedance measurement

One important advance that allows us to create fast, pulsed, high-pressure plasmas with lower

rf power levels is a real-time plasma impedance measurement technique that we have

developed that allows efficient matching of the 50 Q rf network to the time varying plasma

load. We define the plasma-loaded helical antenna radiation impedance Zp(t)= Rp(t)+ jXp(t)

(also referred to simply as the plasma impedance) as the impedance measured at the input to

the antenna feeds from the capacitive matchbox. This impedance is a function not only of the

character of the helix itself, but also of the plasma initiated by the laser and sustained by the rf

pulse. We write Zp(t) as a function of time t, meaning the rf load is a function of time during

the whole laser initiation and rf sustainment sequence. Before the 20-ns laser pulse breaks

down the TMAE seed plasma, the chamber is filled with neutral gas that behaves essentially

like a vacuum (p0, c0). Immediately after the laser pulse and the 100 ns delayed ionization

process [15], [17], the plasma is formed in the chamber and sustained by the rf power. During

this time the laser pulse can lead to high-pressure plasma fluctuations that are observed

visually by photography. The dielectric properties of the plasma are substantially different

from the vacuum antenna load. The permittivity of the plasma depends on ne and v of the

plasma, both of which vary substantially during the rf sustainment period due to transient

behavior of the high-pressure plasma. As a result, the rf load Zp(t) will exhibit a very fast

transition when the plasma is initiated by the laser and varies in time due to the high-pressure

plasma fluctuations and plasma recombination processes. It is of considerable interest to

obtain Zp(t) because the knowledge of plasma impedance provides the information that

allows us to tune the capacitors for optimal rf matching during the rf pulse. This is crucial to

achieve a high rf power coupling efficiency rapidly in a pulsed plasma and to protect the high
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power rf generator from reflected power. Optimal matching can reduce the rf power levels,

weight, and cost requirements for making pulsed high-pressure plasmas by measuring the rf

load impedance in real-time to enable good matching of the final-stage steady-state plasma

load to the 50 D rf impedance network.

We measure the plasma impedance in-situ and in real-time using a dual directional coupler.

The incident and reflected voltages (Vin and Vref) are measured by the coupler connected to

the oscilloscope (as in the rf circuit diagram shown in Fig. 7) so that the input reflection

coefficient Fin is found as Fin=Vrfl / Vinc. Zin, the input impedance looking into the match

box, is calculated as Zin(t) = ZO (1 + Fin(t) ) / (1 - Fin (t)). Zp(t) is thus:

ZP (t) = Z 2 (ZnAw-Z 1 )
Zl+Z 2-Z.(t) (22)

in which ZI and Z2 are the impedances of the tunable capacitors Cl and C2, characterized by

network analyzer measurements. A Matlab program solves for the plasma impedances based

on the Vin and Vref data grabbed by the oscilloscope. The plasma impedance value after the

rf sustainment condition is obtained is used to determine the optimum CI and C2 settings, so

that we substantially improve the impedance matching and minimize reflected rf power for

subsequent pulses. This is thus an iterative procedure, in which first the two capacitors are set

to some neutral position so that a plasma can be formed by laser initiation and rf sustainment.

Then a laser/rf pulse is applied using the desired plasma conditions including gas pressure,

gas flow and rf power level from which a data set from the directional coupler is obtained.

Although a plasma may form, a mismatch may occur resulting in as high as 40% rf power

reflection. With the Vinc(t) and Vrfl(t) data obtained, (22) can be used to calculate antenna

radiation impedance Zp(t). With Zp(t).calculated for this run, we can calculate the optimum

CI and C2 for the plasma sustained by rf and tune the capacitors accordingly for subsequent

experimental runs. The result is very satisfactory. For 760 Torr argon plasma, we are able to

reduce the rf power reflection coefficient (1F12) to 10-20%, and for a 50 Torr nitrogen plasma,

IF12 is reduced to 5% for the final rf sustainment stage of the plasma. The reason that

reflections cannot be reduced below 10-20% for 760 Torr argon plasma is that the argon

plasma resistance experiences a large change from 0.5 to 5 fl as the steady-state plasma is
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formed. Due to this large change in plasma impedance, it is not possible to tune for a perfect

match for the final steady-state plasma impedance because if this is done, the mismatch at the

initiation of rf power will be too great. This mismatch makes it impossible for the rf plasma to

form and causes a high level of power reflection, endangering the rf generator. For the 50

Torr nitrogen plasma experiment, due to a smaller change (from 0.5 to approximately 2 f) in

resistive impedance, we can achieve a better matching with only a 5% rf power reflection

coefficient.

C. Experimental Results and Discussion

We first supply the chamber with steady background gas (argon or nitrogen) flow to

maintain the desired chamber pressure. Then we inject 15 mTorr of seed TMAE gas mixed

with the chamber gas (argon or nitrogen) into the chamber seconds prior to each experiment.

The TMAE seed plasma is initiated by a 20 ns UV laser pulse generated by the excimer laser

[15], [17] and sustained by the rf generator, which is typically set to provide between 1 and 6

kW of net coupled power. The plasma is diagnosed to determine the electron number density

(ne) and effective electron-neutral collision rate (v) using the 105 GHz interferometer. The

electron temperature (Te) is determined based on the effective electron-neutral collision rate

and the documented total electron-neutral collision cross section data for Ar. The plasma

impedance is measured by analyzing the incident and reflected voltage using the dual

directional coupler and the voltages across the two capacitors in the match box using the high-

voltage probes.

i.) Optical Emission Measurements

The temporal evolution of argon plasma from the TMAE seed plasma is shown in Fig.

8(a) through (c). In this set of measurements 15 mTorr of TMAE seed gas is mixed with 760

Torr of argon with a gas flow rate of 4.5 SLM. The TMAE seed plasma is produced by laser

pre-ionization followed by 2.5 kW of net RF power is coupled to the seed plasma to produce

the steady-state argon plasma. The spectrometer is triggered to capture the broad (200-800

nm) spectrum at three different times during the 1 second RF pulse with an integration time of

50 ms.

The captured spectrums are shown in Fig 8 a)- (c) which illustrate the transition from the
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TMAE seed plasma to the argon steady-state plasma. Fig 6 (a) shows the shows the broad

emission spectrum of the complex TMAE seed gas molecule at t = 50 ms. The seed plasma

dominates the entire spectrum early in the pulse. Fig 6 (b) shows that at t = 200 ms the argon

lines begin to dominate the spectrum. At t = 400 ms as shown in Fig 6 (c) the steady-state

argon plasma is reached with negligible seed gas presence. Thus the laser ionization of the

TMAE seed gas and transition to argon plasma is readily accomplished with our system. The

evolution in a 50 Torr nitrogen plasma is very similar, and is shown in Fig 9 a)-(c), which

show the plasma emission at 50, 100, and 300 ms after the laser pulse.

26



1800

1600

1400

S 1200S

81000

S800

. 6 00

400 L
20

200 300 400 500 600 700 800 9g0
(a)

1800

1600

1400

S1200

- 1000 .

800
1 600... ..

400600A L200

200 300 400 500 600 700 800 900
(b)

1800 ---------_ _

1600

1400

S1200
1000

S800

400

200

200 300 400 500 (c) 600 700 800 900

wavetength (nm)

Fig. 8 Temporal evolution of early TMAE seed plasma and later steady-state RF

argon plasma emission spectrum: (a). t = 50 ms; (b). t = 200 ms; (c). t = 400 ms. Net RF

power of 3 kW, 5 mTorr TMAE and 50 Torr argon, integration time 50 ms.
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Fig. 9 Temporal evolution of early TMAE seed plasma and later steady-state RE

nitrogen plasma emission spectrum: (a). t = 50 ins; (b). t = 100 ins; (c). t = 300 mns. Net

RE power of 3 kW, 5 mTorr TMAE and 50 Torr nitrogen, integration time 50 ins.

ii.) Argon Plasma

In a typical pulsed argon plasma sequence, 2.5 kW of net rf power is used in conjunction
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with the 100 mJ laser pulse and 15 mTorr TMAE seed gas to initiate and sustain the plasma.

The gas pressure of argon is 760 Torr which is maintained by 4.5 SLM flow rate. The valve of

the mechanical pump is carefully set to balance the input gas and provide a steady chamber

pressure of 760 Torr. Temporal as well axial variation of plasma characteristics are diagnosed

and presented in this section.

1) Time-Resolved Electron Number Density, Effective Electron-Neutral Collision

Rate, and Electron Temperature Measurements in Argon: It is observed that the laser-

initiated, rf-sustained, TMAE-seeded argon 760 Torr plasma goes through two distinct stages.

The rf power is initiated at t = -210 ms and the laser pulse is triggered when the incident rf

power output reaches approximately 90% of the maximum value (at t = 50 ms). Note that

since we set the oscilloscope to trigger at the initial laser power supply charging, the laser

actually fires at t = 50 ms because it requires a 50 ms charging delay before firing. In other

words, the rf power ramps up to 90% of its maximum power 260 ms after the rf pulse is

triggered, at which time the laser is fired to form the initial seed plasma. The 20 ns laser pulse

produces a high density plasma [15], [17] with ne=5x10 12-101 3/ cm3 with a 2.8x 1.2 cm2 foot

print that is observable on the interferometer with a decay on the Pts time scale. Immediately

after the laser plasma pulse is formed, a narrow plasma is formed under the antenna that

fluctuates spatially, as shown photographically in Fig. 10.

Fig. 10 Intermediate formation stage of the argon plasma. 760 Torr neutral pressure is

maintained by 4.5 SLM argon gas flow. 100 mJ laser energy and 2.5 kW net rf power is

used to initiate and sustain the plasma.

This is the intermediate formation stage of the plasma. During a typical rf pulse, this stage

lasts for 133 ins. The fluctuating nature of the plasma during this stage precludes
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measurement using the interferometer. At t = 183 ms (133 ms after the laser pulse), the plasma

evolves into a stable, high-density, large-volume argon plasma (Fig. 12) which is readily

diagnosed by the interferometer. It is important to note that without the laser initiation pulse,

the plasma cannot be initiated nor sustained with comparable power levels at these pressures.

On the rf power figures (Fig. 11 (a) and (b)), a sharp fall in the rf power reflection coefficient

is observed, corresponding to the formation of the second stage plasma.
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Fig. 11. (a). Incident and reflected RF power over a typical pulsed laser and rf

generated argon plasma sequence; (b). Temporal variation of rf power reflection

coefficient over the pulsed argon plasma sequence; (c). Temporal variation of Rp and Xp

of this pulsed argon plasma sequence.
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Fig. 12. Steady-state stage of argon plasma. Same conditions as Fig. 3.

The 5 cm line-average electron density, effective electron collision rate and electron

temperature is diagnosable using the interferometer after the second stage of plasma (steady-

state plasma) is formed. The two signals (in-phase and quadrature-phase) from the

interferometer are acquired by two channels of the oscilloscope, which are used to extract the

phase shift and attenuation of the wave after it penetrates the plasma [18], [19]. A raw

interferometer trace in X-Y mode is presented in Fig. 13.
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Fig. 13. Interferometer trace of a typical laser plus rf plasma sequence. 760 Torr

neutral pressure is maintained by 4.5 SLM argon gas flow. 100 mJ excimer laser energy

and 2.5 kW net rf power is used to initiate and sustain the plasma.
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Point A corresponds to the vacuum case when the plasma is not present. Point B

corresponds to the steady-state plasma condition created by laser initiation and rf sustainment

with delayed phase and dampened amplitude compared with A. The trace makes a transition

from point A to B when the steady-state plasma is formed at t=133 ms, then back to A when

the rf power is turned off at t =575 ms. Using the previously discussed mathematical method,

the time-resolved ne, v and Te are calculated and presented in the Fig. 14 (a) through (c). The

resulting 5 cm diameter, line-average electron density, electron collision rate, and electron

temperature for the argon case are: ne= 4.5x1012 cm"3, v = 1.1xl0 1" Hz and Te =1.3 eV. Even

under steady-state conditions, we still observe some fluctuation in these measurements due to

fluctuations in high-pressure plasmas [6].
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Fig. 14. (a). Temporal variation of electron density of the pulsed argon plasma

sequence; (b). Temporal variation of effective electron-neutral collision rate of the

pulsed argon plasma; (c). Temporal variation of the electron temperature of the pulsed

argon plasma.
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2) Plasma Impedance Measurements in Argon: One important aspect of rf sustainment

of the laser initiated plasma is to ensure that the rf matching is very good over the majority of

the pulse, so that high rf power coupling efficiency can be achieved and the rf generator can

be protected from high levels of reflected power. In order to achieve good matching, the rf

temporal impedance variation is measured over the rf pulse and the plasma-loaded antenna

impedance Zp(t)=Rp(t)+jXp(t) is obtained as shown in Fig. 11 (c). It is observed that Rp, the

resistive load, exhibits a transition from 0.5 0 to 5 Q when the steady-state plasma is formed,

while the inductive load Xp(t) shows a very small increase. This change in load resistance

means we have to deal with two very different plasma load impedance levels during the pulse.

We typically set the matching network to match the impedance of the steady-state plasma Zp

(5 + j120 n) to 50 C, and allow a higher reflection level at the beginning of the pulse (which

the rf generator can accept because of its high foldback tolerance of 5 kW). As a result, we

obtain _< 20% rf power reflection during the steady-state plasma.
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Fig. 15. Axial profile of plasma characteristics of the argon plasma: (a). electron
density; (b). effective electron-neutral collision rate; (c) electron temperature. The two
dashed lines mark the position of two ends of the helical rf antenna.
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3) Axial Variations of Density, Collision Rate and Electron Temperature in Argon:

The axial profile of the line-average plasma characteristics ne, v and Te are also diagnosed

and presented in Fig. 15. As shown in the figures, we have achieved a high pressure argon

plasma that extends axially from the helical antenna. The peak density occurs about 4 cm

downstream from the helical antenna and the plasma extends approximately 20 cm beyond the

antenna. The axial profiles of v and Te are relatively flat.

Significant reduction in rf power levels required to sustain large volume high-pressure

argon discharges was achieved compared to that required for rf only plasma initiation and

sustainment. The steady-state rf power density required for the sustainment of the argon

plasma is 5.0 W/cm 3 at an electron density of4.5x1012/cm 3 at 760 Torr. The seed plasma also

provides a good load for efficient rf coupling at lower power levels via pulsed inductively

coupled sources.

iii.) Nitrogen Plasma

A similar method is used for the nitrogen case as for the argon plasma experiment. In a

typical pulsed plasma sequence, 5.5 kW of net rf power is used in conjunction with the 100

mJ laser pulse and 15 mTorr TMAE seed gas to initiate and sustain the nitrogen plasma. The

nitrogen gas pressure is 50 Torr, maintained by 1.5 SLM flow rate.

1) Time-Resolved Electron Number Density, Effective Electron-Neutral Collision

Rate, and Electron Temperature Measurements in Nitrogen: The nitrogen plasma exhibits

a lower electron density of 3.5 x 1011/cm 3, but similar levels of v-Il.4xl011/s and Te=1.0 eV

(Fig. 17) when compared with the argon plasma. As shown in Fig. 17 and 18, the duration of

the intermediate formation stage is approximately 50 ms, much less than that of argon: the rf

power is turned on at t=-70 ms, the laser is fired at t=50 ms, then the steady-state nitrogen

plasma is formed at t=100 ms. The steady-state nitrogen plasma which occurs 50 ms after

laser firing has strong a visible light emission (Fig. 16).
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Fig. 16. Steady-state stage of nitrogen plasma. 50 Torr neutral pressure is maintained

by 1.5 SLM argon gas flow. 100 mJ excimer laser energy and 5.5 kW net rf power is used

to initiate and sustain the plasma.
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Fig. 17. (a). Incident and reflected RF power over a typical pulsed laser and rf

generated nitrogen plasma sequence; (b). Temporal variation of rf power reflection

coefficient over the pulsed argon plasma sequence; (c). Temporal variation of Rp and Xp

of this pulsed argon plasma sequence.
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-It has a very bright purple core surrounded by dimmer blue peripheral region. The

intermediate formation stage of this 50 Torr nitrogen plasma is much shorter than the 760 Torr

argon plasma. The much reduced intermediate stage is the result of operation at lower neutral

pressure. The single-photon 193 nm excimer laser direct and delayed ionization substantially

enhances the rf penetration away from the helical antenna. If only rf power is used to initiate

and sustain the nitrogen plasma, it is only possible to make a plasma at lower than 10 Torr

nitrogen neutral pressure, and this plasma is present only under the helical antenna. The laser

initiation technique is crucial for reducing the rf power required to sustain the large-volume

nitrogen plasma: a power density of 5.5 kW/cm 3 is sufficient to sustain a nitrogen plasma of

density 1. 4 x 1011/cm3 at 50 Torr with laser initiation.

4-

3.5-
43

Eo 2.5-
C 2 Laser pulse
>c 1.5

0.5

0
(a)

1.6--_ _ _ _ _ _ _ _ _ _ _ _

1.4
1.26

.°' Laser pulse

> 0.4
0.2 1

(b)

0.8!
0.6 Laser pulse

S0.4
0.2j

0.
-0.4 -0.2 0 0.2 0.4 0.5 0.8(C)

time (s)

Fig. 18. (a). Temporal variation of electron density of the pulsed nitrogen plasma

sequence; (b). Temporal variation of effective electron-neutral collision rate of the

pulsed argon plasma; (c). Temporal variation of the electron temperature of the pulsed

argon plasma.
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2) Plasma Impedance Measurements in Nitrogen: Generally, the nitrogen plasmas

show much less fluctuation in plasma characteristics than argon plasma, which is also

attributed to lower neutral pressure operation. The transition in resistive plasma impedance

from the intermediate to steady-state conditions also occurs for the nitrogen plasma, but it is

of lower magnitude due to the lower plasma density when compared to the argon plasma: the

resistive load increases from vacuum level of 0.5 92 to 2.1 9 when the steady-state plasma is

formed. This results in a better rf power coupling efficiency for the nitrogen plasma. A

remarkably low rf power reflection coefficient of 5% is achieved for the steady-state nitrogen

rf plasma when we use the tuning procedure.

3) Axial Variations of Density, Collision Rate and Electron Temperature in Nitrogen:

The line average axial profiles of ne, v and Te are presented in Fig. 19. The nitrogen plasma

density also exhibits a bell-shaped axial profile. The high density plasma region extends 40

cm from the end of the helix along the z-axis as measured by the interferometer, although

visually it is observed occupying the whole Im long chamber.

Earlier, research by Eckert et al [11] on a much higher rf power (22-35 kW) argon and air

plasma source was tuned over minutes from a start-up at 1 Torr to 760 Torr. They used the N2

second positive line ratio spectroscopic diagnostic to obtain an electron temperature of

Te=0.61 eV for 760 Torr air. In more recent research by Laux [24] on a 50 kW rf plasma

source utilizing several spectroscopic techniques and a computer code obtained electron

temperatures of 0.64 eV in 760 Torr air. Our interferometer diagnostic technique yields an

electron temperature of 1.3 eV in argon at 760 Torr and 1.0 eV in nitrogen at 50 Torr. Our

experiment differs from these in that the plasma is formed much faster and with lower rf

power, and with a different plasma diameter (larger than Laux's experiment, smaller than

Eckert's experiment). The electron temperatures obtained in our case are expected to be

somewhat higher for 760 Torr argon and 50 Torr nitrogen. Thus the values obtained are

consistent with these other measurements of high pressure rf plasma sources.
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Fig. 19. Axial profile of plasma characteristics of the nitrogen plasma: (a). electron density; (b).

effective electron-neutral collision rate; (c) electron temperature.
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IV. Helicon Plasma Facility for Radiofrequency Power Penetration in

Magnetized Plasma Sources

We have conducted experiments on a magnetized helicon plasma utilizing argon,

helium, and deuterium. The setup consists of a 2-m-long, 10-cm-diameter pyrex chamber that

is brought down to a vacuum base pressure of 1 x 107 Torr. Five electromagnets provide an

axial static magnetic field of up to 1 kG. Radiofrequency power is coupled into the plasma

through a half-turn double helix with pulsed power of up to 3 kW available. Gas is fed

upstream from the pumps to provide gas flow which enhances the axial extent of the plasma

and provides neutrals for ionization, in contrast to schemes that rely on diffusion of the gas to

the antenna region that can result in neutral starvation. Plasmas are produced in argon,

helium, and deuterium. A number of diagnostics are available to characterize the plasma. A

cylindrical Langmuir probe measures the electron temperature and density. The plasma

density is also measured with a 105-GHz ineterferometer that measures the line-average

density across the 10 cm diameter. A wave magnetic "B-dot" probe consisting of a small (2

mm diameter), glass-enclosed five-turn coil oriented along the axis of the experiment allows

measurement of the wave Bz component. The optical emission can also be observed with a

0.5 in focal length monochromator and can be phase-correlated to the input rf by binning the

photomultiplier tube signal via software.
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Figure 22. Magnetized Plasma Research Laboratory.
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Experimental Results

The radial density profile is measured via a dogleg Langmuir probe in each of the

three gases. The results of this measurement are presented in Fig. 21.

Argon Helium Deuterium

C C
=O. •o. ~o.

5 -2.5 0 2.5 5 -2.5 C 2.5 5 - -2.5 0 2.5 5
r (cm) r (cm) r (cm)

Figure 21. Radial density profiles in 3 mTorr argon, helium, and deuterium at 800 W

input rf power and 600 G axial magnetic field.

Note that in argon the profile is more narrow, indicating good penetration of the rf

power into the core of the plasma. Helium also exhibits significant radial peaking.

Deuterium is significantly more radially diffuse, indicating that the deposition of power is

different from the other two gases. These profiles may be explained by differences in the

relative strengths of the radial modes.

The wave propagation is measured with the B-dot probe. The magnitude and phase

measured along the axis at a radius of 2.5 cm is presented in Figure 22:
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Figure 22. B-dot probe data of wave B, for argon and helium discharges at 800 W, 600

G, and 3 mTorr
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Both the argon and helium data exhibit minima and maxima in the rf amplitude along

the axis as opposed to a monotonic decay away from the antenna (the edge of the antenna is at

z = 0 cm). The wavelength in argon is significantly shorter than that in helium, evidenced by

the sharper slope in the phase curve. The wave power seems to extend further axially in the

helium plasma, indicating a stronger spatial absorption in argon (large ki). Future research

will include a more detailed measurement of radial wave modes, and an investigation into the

role of ion and neutral mass on wave propagation and power deposition.

V. Future Research

We will concentrate on obtaining plasma at higher pressures in air and on obtaining

plasma impedance variations during a laser-RF pulse so that moderate bandwidth,

instantaneous matching can be obtained, as is described in our DURIP proposal that has

recently been funded. We will also work on improving measurements of the plasma

spectrum, optical measurements of plasma density, electron temperature, recombination rates

and collisionality. We will initiate an experiment utilizing a laser focused and ionized air

plasma located near a microwave window to examine the nano-physics of high-power

breakdown in cooperation with MURI groups. Laser ionization of air has been shown to

follow the same breakdown condition as microwave plasmas and is therefore relevant to the

microwave window breakdown problem.

A technique for creating and diagnosing electrodeless, high-pressure, large-volume (> 500

cm3) plasmas in argon (760 Torr) and nitrogen (50 Torr) is presented. The use of the readily

ionized TMAE seed gas with UV excimer laser initiation allows the formation of plasma at

high pressure with substantially reduced rf power levels. The laser frequency fLa'er=l.55 x

1015 Hz is much greater than the effective collision frequency v=1.0 x 1011 Hz for these high

pressure plasmas. This allows excellent penetration of the laser into the high collisionality

plasma and creates a long 100 cm plasma initial condition for the RF power coupling.

Although the RF frequency fRF=l.356 x 107 Hz is much less than the v-w011 Hz collisional

frequency, the high power fL=l. 55 X1015 Hz laser-formed long plasma initial condition allows

better penetration of the RF power and creation of a longer plasma that allows the plasma to
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project well beyond the helical coil than would be possible with RF power alone. Broadband

optical spectroscopy is utilized to illustrate the transition from the TMAE-seeded, laser-

initiated plasma to the majority gas plasma later in the pulse sequence. A technique for

accurate measurement of the helical antenna plasma impedance, which enables greatly

improved rf matching via the two capacitor matching system with pulsed operation, is

discussed and demonstrated. Power reflection levels as low as 5% are achieved. In addition,

an interferometer technique to determine the electron temperature in neutral dominated high

pressure plasmas is presented. The plasma impedance, electron density, effective electron

neutral collision rate and electron temperature are systematically diagnosed and presented for

both argon and nitrogen. The transition between the laser initiation and steady-state rf plasma

is 130 ms for the 760 Torr argon case and 50 ms for the 50 Torr nitrogen case. The steady-

state rf power density for the argon plasma is 5.0 W/cm 3 at 4.5x1012 /cm 3 at 760 Torr with an

electron temperature of 1.3 eV. The steady-state rf power density for the nitrogen case at 50

Torr is 5.5 W/cm3 at line average densities of 1.4 x 1011/cm3 with an electron temperature of

1.0 eV.

We are examining additional techniques to improve the rf matching and transition time from

the UV seed initiation to the steady-state rf plasma. These include the use of a wider footprint

UV seed ionization pulse to fill the 5 cm diameter chamber, the use of vortex gas injection to

stabilize the high pressure plasma discharges, and rf coupling at increased power levels.
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